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GENERAL INSTRUCTIONS. 

The aim of these grading rules is to harmonize 
the natural differences which exist in the timber 
sawed at the various mills in this Association, in 
an effort to make the shipments of lumber from 
the different mills uniform and of equal intrinsic 
value, grade for grade. 

To that endj cypress lumber shall be graded ac- 
cording to the following rules and specifications 
bearing in mind that as no arbitrary set of rules 
and specifications can be maintained in every 
case, much must be left to the common sense and 
best judgment of the inspector. 

In considering these grading rules it should be 
borne in mind that the lower line pieces are de- 
scribed and a series of defects are admitted in 
some grades, the very nature of which will pre- 
vent all of them* from appearing in the same 
piece. The grade will include all pieces up to 
the next higher grade, and the material will 
be of a better average quality than the permit- 
ted defects would indicate. 

Lumber shall be manufactured and shipped in 
standard lengths and thicknesses. 

All lumber shall be tallied surface or face 
measure, the tally counted up, and the one-quar- 



ter or one-half added to the total where the 
lumber is one and one-quarter or one and one- 
half inches thick, and two inches and thicker to 
be multiplied by the thickness. 

In the measurement of all random width lum- 
ber, fractions exactly on the one-half foot are to 
be given alternately to the buyer and the seller; 
the fractions below the one-half foot are to be 
<iropped, and all fractions above the one-half 
foot are to be counted to the next higher figure 
on the board rule. 

In **line boards/' pieces 14' and longer shall 
be given the advantage in grade; pieces 12' and 
shorter shall be reduced in grade. 

Recognized defects in cypress are knots, knot 
holes, shakes, splits, wane, worm holes, stained 
sap and peck. 

STAITOARD DEFECTS. 

A standard knot is sound and not to exceed 
1^" in diameter. 

A small sound knot is one not exceeding %" in 
diameter. 

Two small knots not to exceed in extent or 
damage one 1^/4" knot. 

One straight split not to exceed in length the 
width of the piece. 

Worm holes not exceeding in damage one 
standard knot. 

Ordinary season checks shall not be considered 
a defect in any grade. 

Ordinary season checks are such as occur in 
lumber properly covered on yard, or season 
checks of equal size in kiln dried lumber. 

STANDARD LENGTHS. 

Tank, factory select, shop, select common, 
heart select common, No. 1 common, flooring, 
ceiling, partition, bevel siding, bungalow bevel 
siding and drop siding shall be 8' and longer, 

A, B and C shall be 10 to 20 ft. 

No. 2 common, box, peck, mouldings, panel, 
stock and battens shall be 6 to 20 ft. 



Mouldings, panel stock and battens of all sizes, 
bevel siding, bungalow bevel siding, flooring, 
ceiling and partition will admit odd lengths 
below 10 feet. 

STANDAED FINISHED SIZES OF CYPRESS. 

All lumber shipped in the rough shall be of 
sufficient thickness or width to S2S or S2E to 
standard thickness or width, as follows: 

THICKNESSES. 
4/4 lumber SIS or S2S shall be W' thick. 
5/4 SIS or S2S shall be IVs" thick. 
6/4 SIS or S2S shall be 1%" thick. 
8/4 lumber SIS or S2S shall be 1%" thick. 
10/4 lumber SIS or S2S shall be 21^" thick. 
12/4 lumber SIS or S2S shall be 2%" thick. 
All flooring and partition shall be S2S and 
C. M. 

4/4 flooring shall be i§" thick. 

5/4 flooring shall be iVs"^ 6/4 shall be 1%". 

%" ceiling shall be worked SIS only. 

W' ceiling shall be worked SIS only. 

%" ceiling shall be worked -^"j SIS only. 

%" ceiling shall be worked W% SIS only. 

%" panel stock S2S shall be 3^". 

Va" panel stock S2S shall be t^". 

%" panel stock S2S shall be 

%" panel stock S2S shall be fj". 

5/4, 6/4, and 8/4 Baluster stock shall be 
worked to same finished thickness as lumber. 

3"x3" to 8"x8" Turning Squares S4S shall be 
less than the rough sizes. 

Ceiling up to 3^4" face to have one bead on 
one edge and ceiling wider than 314" face to be 
beaded center and edge. 

Drop Siding either D. & M. or Shiplap, shall 
be W thick. 

Shiplap, or D, & M., shall be ii" thick. 

Grooved Koofing shall be if" thick. 



WIDTHS. 

All lumber SIE takes oflP %". S2E, Va". 

4/4" and thicker flooring, ceiling and parti 
-tion shall be 2%", 3^", 4^4", 5^" face. 

5/4", 6/4" and 8/4" baluster stock shall be 
*9anie width as finished thickness. 

Drop Siding, D. & M., shall be 314" and 5^" 
face. When worked shiplap it shall be S^^" over 
all, allowing 1^" for lap. 

8", 10" and 12" shiplap shall be worked 7", 9" 
and 11" face, %" lap. 

8", 10" and 12" D. & M. shall be worked 7^.", 
9%" and 1114" face. 

Grooved roofing shall be worked and 
IIW face, size of groove ^" wide, %" deep, 
located 1^" from outer edge of groove to edge 
of board. 

Bevel siding or bevel cribbing shall be worked 
^" less in width than the rough strip measure. 
TANK. 

Thickness: 1%", 2", 2%", 3" and 4". 
Width: Shall be random widths, 5" and over 
wide. 

Length: 8' and longer. 

Shall be graded from the poorer side. Shall 
be free from sap. 

Sound knots that do not impair the useful- 
ness of the piece for tank purposes will be ad- 
mitted. 

A. 

Thickness: 1" to 4". 

Width: Shall be specified widths, 4", 5", 6", 
8", 10", 12", 14", 16", 18", 20" and wider and 
24" and wider, and may be furnished in assorted 
widths 4"^ to 12", admitting 20 per cent of 7", 9" 
and 11" widths, and may also be furnished in 
random widths 13" and wider. 

Length: 10' to 20'. 

Shall have a perfect face, free from sap, 
knots or other defects. The reverse side shall 
not be poorer than **B''. 
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Thickness: 1" to 4". 

Width: Shall be specified widths, 4" 5" 6" 
8'', 10", 12", 14", 16", 18", 20" and wider 'and 
24 and wider, and may be furnished in assorted 
widths 4" to 12" admitting 20 per cent of 7", 
9" and 11" widths, and may also be furnished 
in random widths 13" and wider. 

Length:, 10' to 20'. 

Shall be graded from the better side; the re- 
verse side shall not be poorer than C. 

Pieces 4" and 5" wide will admit 1" of bright 
sap and shall be free from knots and other de- 
fects . 

Pieces 6" wide may have 1" of bright sap and 
one small sound knot. 

Pieces 8" wide may have 2" of bright sap and 
one standard knot, or in lieu of one standard 
knot, two small sound knots. 

Pieces 10" wide may have 3" of bright sap, 
and one standard knot, or in lieu of one stan- 
dard knot, three small sound knots. 

Pieces 12" wide may have 4" of bright sap 
and one standard knot, or in lieu of one standard 
knot, four small sound knots. 

Pieces wider than 12" will admit any amount 
of bright sap and will admit other defects in 
proportion as width increases. 

O. 

Thickness: 1" to 4". 

Width: Shall be specified 4", 5" 6", 8" 10" 
and 12" wide and will not be furnished wider 
than 12". May also be furnished in assorted 
widths 4" to 12", admitting 20 per cent of 7", 
St" and 11" widths, and may also be furnished in 
random widths 13" and wider. 

Length: 10' to 20'. 

Shall be graded from the better side but the 
reverse side shall not be poorer than No. 1 Com- 
mon. 

Small sound knots, sound sap, bright or 
stained, a reasonable amount of pin worm holes 
and other defects will be admitted, but none 
that will prevent the use of each piece in its 
full width and length as a paint grade. 
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Pieces 8" to 12" wide will also admit one 
standard knot. 

Pieces wider than 12" will admit defects in 
proportion as width increases. 

FACTORY SELECTS. 

Thickness: 1" to 4". 

Width: 1" thickness shall be 5" wide or 
wider. 1^" and thicker shall not be less than 
5^" wide. 

Length: 8' to 20'. 

Shall be graded from the poorer side. 

In the cuttings bright sap shall be admitted. 
The cuttings shall otherwise be free from de- 
fects. Parts not included in the stipulated per- 
centage of good cuttings may be thin and may 
be of any grade. 

1" thickness shall cut at least 80 per cent of 
cuttings or rippings or both, 5" wide or wider, 
by 3' long or longer, and 9W wide or wider, by 
18" long or longer, and strips 2" wide or wider, 
ripped the entire length of the piece, from pieces 
8' to 12' long, and 2" wide or wider, 12' long 
or longer, ripped from pieces 14' and longer. 

1^4 " and thicker shall cut at least 80 per 
cent of cuttings and rippings or both, as follows: 
51/4" wide or wider, by 3' long or longer j 9" 
wide or wider^ by 2' 4" long or longer, and 
strips 2" wide or wider, ripped the entire length 
of the piece from pieces 8' to 12' long, and 
strips 2" wide or wider 12' or longer ripped from 
pieces 14' or longer. 

SHOP. 

. Thickness: 1" to 4". 

Width: 1" thickness shall be 5" wide or 
wider. 1^4" and thicker shall not be less than 
5^^" wide. 

Length: 8' to 20'. 

Shall be graded from the poorer side. 

This grade shall cut for factory use 50 per 
cent to 80 i)€r cent of the same size cuttings or 
rippings or both as the corresponding thickness 
in the grade of Factory Selects. 

Bright sap shall be admitted in the cuttings, 
which shall otherwise be free from defects. 



Parts not included in the stipulated percentage 
of good cuttings may be thin^ and may be of 
any grade. 

SELECT COMMON. 

Thickness: 1" and thicker. 
Width: Shall bo specified widths, 3", 4", 5", 
6", 8", 10" and 12" wide. 
Length: 8' to 20'. 

Will admit sound sap, bright or stained, sound 
knots, a small amount of tight shake, season 
checks, also end checks not over 6" in length, 
and a reasonable amount of pin worm holes well 
scattered over the piece. 

Pieces 3" to 6" wide will not admit knots over 
1^»" in diameter. 

Pieces 8" to 12" wide will not admit knots 
over 2" in diameter. 

Shall be graded from the better side. On the- 
reverse side the knots may be larger and coarser 
and a slight amount of peck will be admitted, 
but such defects shall not be coarse enough to 
materially impair the strength of the piece. 

HEART SELECT COMMON. 

This grade shall be the same as Select Com- 
mon, except that sap and pin worm holes will 
not be admitted. 

NO. 1 COMMON. 

Thickness: 1" and thicker. 
Width: Shall be specified 3", 4" 5", 6", 8", 
10" and 12" wide. > . r f y 

Lcngtli : 8' to 20'. 

Shall be graded from the better side. Will 
admit sound sap, bright or stained, shake, sea- 
son checks, pin worm holes, tight knots, straight 
end splits not exceeding in length the width of 
the piece, a slight amount of peck on one or 
both sides of pieces comparatively free from 
other defects, slight wane on one or both edges, 
not to exceed one -third the length of the piece, 
and other defects which will not prevent its use 
in the rough for common purposes in its full 
length and width. 
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NO. 2 COMMON. 



Thickness: 1" and thicker. 

Width: Shall be specified widths, 3", 4", 5", 
6", 8", 10" and 12" wide. 
Length: 6' to 20', 

Shall be graded from the better side. Will 
admit all defects allowed in No. 1 Common and 
will also admit unsound knots and slight peck 
on both sides. The defects shall not, however, 
be sufficient to prevent the use of each piece in 
its full length and width for common sheathing 
and fencing purposes, 

BOX. 

Thickness: 1" to 2". 

Width: Shall bo random width 3" and wdder. 
Length: 6' to 20'. 

Each piece shall contain 66% per cent or more 
of sound cuttings, no single cutting to contain 
less than 72 square inches. No piece of cutting 
can be shorter than 2', nor narrower than 3". 
Sound cuttings will adnrit all the defects allowed 
in No. 1 Common. The waste material may be 
thin or absolutely worthless. 

PECK. 

Thickness: 1" and thicker. 
Width: Shall be random or specified, 3" and 
wider. 

Length: 6' to 20'. 

Shall admit the product of that part of the 
log known as pecky. Each piece shall have suf- 
ficient strength to permit its use as a low-grade 
sheathing, fencing, or foundation material. 

SWITCH TIES. 

Shall be cut to size and length specified. 

Ends of ties shall be saw^ed square, and a va- 
riation of longer or shorter than the length 
ordered will be allowed. 

Shall be practically all heart, free from dam- 
aging knots, shake and splits. 

Slight peck shall not be considered a defect. 



CROSS TIES. 
STANDARD KO. 1 PECK. 

Shall be cut to size and length specified. 

A variation of 1" longer or shorter than the 
length ordered vrill be allowed. Shall be practic- 
ally all heart, free from damaging knots, shake 
and splits. Peck will be admitted, but there must 
be enough of sound wood in the ties to permit 
of proper spiking. 

PANEL STOCK. 

Thickness: W% %" and 

Width: Shall be randotn width, 8" and wider. 

Lengths: 6' to 20', admitting not over 15 
per cent of 6' to 10', and not to exceed 5 per 
cent under 10'. Odd lengths admitted. 

Shall be graded from the poorer side, B and 
better, except that bright sap will not bo con- 
sidered a defect. 

BEVEL SIDING. 

Thickness: 

Width: 4", 5" and 6" wide. 

Length: 8' to 20', admitting not over 15 per 
cent of 8', 9' and 10', and not to exceed 5 per 
cent under 10'. Odd lengths are not standard 
above 10'. 

Shall be graded from the finished side A, B, 
C, and D, and 4' to 7' lengths, G and better. 

A SIDING. 

May have 1" of bright sap on thin edge, and 
may contain one small sound knot. 

B SIDING. 

Bright sap is not a defect in this grade. 

May have three small sound knots or in lieu 

of knots a few pin worm holes, and may have 

slight wane on the thin edge. 

In the absence of other defects, a small 

amount of stained sap will be admitted. 

C SIDING. 

May have one standard knot or four small 
ecaad knots or a few pin worm holes well scat- 
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tered over the piece, Sound sap, bright or 
- Btained, will be admitted. 

Pieces containing coarse defects that can be 
removed in two cuts with waste not exceeding 
10 per cent of the length, will be admitted, pro- 
vided that not more than two of such cutting 
pieces shall be included in any one bundle. 

Cutting pieces described herein will not be 
admitted in 4' to 9' lengths. 

D SIDING, 

May have any defect admitted in C, and may 
have other defects that will not cause a waste 
to exceed one-third the piece, provided that not 
exceeding three of such cutting pieces will be 
included in any one bundle. 

FLOOBING, CEILING, DROP SIDING, SHIP- 
LAP, MOULDED CASING, BASE 
AND GROOVED HOOFING. 

Thickness: 1" to 2". 

Width: Shall be specified widths, 3", 4", 5", 
and 6" wide. 

Length: 8' to 20', admitting 15 per cent of 
8', 9' and 10' lengths, and not to exceed 5 per 
cent of lengths under 10'. Odd lengths are not 
standard above 10'. May also be specified 4' 
to r. 

Shall be graded from the finished side, or if 
both sides are finished, it shall be graded froai 
the better side, A, B, C and D. 

A FLOORING, ETC. 

Must be all heart. The face side must be 
free from all defects. 

B FLOOBING, ETC. 

Bright sap is not a defect, and will admit two 
small sound knots. 

C FLOORING, ETC. 

May have all sound sap, bright or stained, or 
may have one to five knots, the whole not aggre- 
gating over 3", or knots or other defects that can 
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be removed in two cuts with waste not exceeding 
10 per cent of the length, provided that not more 
than 20 per cent of the pieces in any one shipment 
shall be of said cutting type; or may have ten 
pin worm holes, or may have check or split at one 
end not to exceed 10 per cent of the length of 
the piece. 

In 4' to 7' lengths, pieces of the cutting type 
will not be admitted. 

D FLOORING, ETC. 

May have stained sap and pin worm holes, or 
may have unsound knots, or other defects, that 
will not cause a waste to exceed one third the 
piece, provided that not exceeding 30 per cent 
of the pieces in any one shipment shall be of 
said cutting type. 

PARTITION. 

Shall be same widths, lengths and thickness 
as flooring and ceiling, but shall be graded from 
the poorer side, A, B, C and D under flooring 
and ceiling rules. 

WINDOW AND DOOR FRAME STOCK, 

JAMBS, ETC. 

Window and door frame stock, rabbeted or 
plowed, shall be graded from the worked side 
^'B'' and Better, except that bright sap will 
not be considered a defect. 

SHORT LUMBER. 

Short lumber, up to and including 42" long, 
shall be graded, from the poorer side, "B'' and 
Better, except that bright sap will not be con- 
sidered a defect. 

Short lumber, 4 ft. and longer, shall be graded 
from the better side "B'' and Better, except 
that bright sap will not be considered a defect. 

PICKETS. 

Shall be graded No. 1 and No. 2. 
l"xl" shall be Headed and S4S to 13.16"xl3-16". 
l^"xl%" shall be Headed and S4S to 1 l-16"x 
1 1-16". 
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iy2"xiy2" shall be Headed and S4S to 1 5-16"i 
1 5-16". 

I"x3" shall be Headed and S4S to %"x2W'- 
No. 1. — Shall be well manufactured, bright sap 
no defect and inay contain one small sound knot. 

No. 2. — Shall admit stained sap, sound knots, pin 
worm holes, slight shake, and pickets thrown out 
of the No. 1 grade because of poor manufacture. 

BATTENS. 

Battens, both flat and O. G., are not mouldings. 
Same are invariably used with ' * common ' ' lumber 
and shall, therefore, be graded select common and 
better, admitting all defects allowed in select 
common, but none that will prevent the use of 
each piece in full length for Batten purposes. %" 
Battens shall be 1" strips S2S to L3-16"x2%", and 
resawed, or l"x2%" to 3" S2S and resawed. Un- 
less otherwise specified, %" or flat battens shall be 
S2S only and resawed. 

O. G. Battens shall be manufactured in the sizes 
and pattern shown in the Universal Moulding Book. 

TURNING SQUARES. 

Sizes, 4x4 to 8x8. Lengths, 8' and longer. 

Will admit one^quarter their si?e in sap on one 
corner, showing on two faces, and may contain one 
to five small sound knots. 

CAR ROOFING AND SIDING. 

''C AND BETTER'^ GRADE.— This grade will 
admit sound knots, stained sap, pin worm holes, 
very slight shake and other defects, but none that 
will prevent the use of each piece in its full width 
and length for car roofing and car siding; may be 
random or specified lengths and may be worked 
to pattern specified and graded from pattern side 
or S2S and 0 M and graded from the better side. 

CAR LINING. 

Shall be specified widths and 8 to 20 feet in 
length. Will admit tight knots, stained sap, pin 
worm holes, slight shake and other defects, but 
none that will prevent the use of each piece in it» 
full width and length for car lining purposes. 
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SHINGLES. 



BESTS. — A dimension shinele. 4" 5" r« i» 
-dth 16" lorg, each width ^aVed' 'eparaily, 5 

and fiee of sli;ikc, knots and other defects. 

PRIMES. — A dimension shinele, 4" 5" anH ft" 
m w.dth U" long, each width packed separately 
o butts to measure 2" when dr/, admitting ti^ht 
knots and sap, but free of shake and other de 
fects. but with no knots within S" of the butts 

This grade may contain shingles clipped two- 
onte^oin't? ^"'^ ""^"^'^''^ 

STAR A STAR.-A random width shinele 3" 
and w.der, 14" to 16" long, otherwise tie^'^mo 



as primes. 



ECONOMY.-Dimensions 4", 5" and 6", each 
w,dth separately bunched, admitting sap and sound 
knots, may have slight peck 5" from butts, imper 
shingles °° ^ objection and admitting 14" 

''^'"^'^^ telo^ the above 
grades which are sound for 5" from the butts 

widths ^1/2 and wider, admitt ng 12" shingles 
which are otherwise at least one gride higher 

The count of our manufacture of shingles, of all 
grades, is based on 4,000 lineal inches in width 
makmg 1,000 standard shingles, consequently there 
.7" 0. 0 :r'^'''I 6" packedlnd counted 

eonn/p^ in i v'^*"^ ^" dimension being 

counted m like proportion. ^ 

ouf^n?" 9nT '■«J°^Pe';tio'^s of shingles, one bundle 
out of 20 bundles taken at random, shall be cut 
open, the resu ts of this investigation to form tte 
basis of arriving at the grade of the entire sUp 
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Kach bundle of cypress shinglcB should con- 
tain the manufacturer's name and be plainly 
marked with tlio grade and tlic number ot bun- 
dles to the thousand shingles. It should also 
contain the Association trade-mark as here indi- 
cated: 




Xrade M*fi"t Re&- U.5.Pat.0"'« 
WEIGHTS OF CYPEESS ANB TUPELO. 

Pounds per M. 

SIS 

Rough or S2S 
Green Dry Dry 

Lumber 2y." and 3" 5 000 3 500 2 900 

Lumber 2" 5,000 3,200 ^,t)UU 

3,000 2,400 

1" Lumber, Icougb, Ke- 

sawed - ^,800 

1" Lumber, Eough, Be- 

sawed twice A'"" 

1" Lumber, S2S and Ee- 

sawed ' 

1" Lumber, Resawed and 

S2S afterwards ^j""" 

2" Lumber, Rough, Re- 

sawed twice 

%" Panel Stock 

1/2" Panel Stock - j^^OO 

6/8" Panel Stock... VOU 

%" Panel Stock - ---"V ^^^^^ 

Worked Flooring, Partition, Drop Sidmg, 

Shiplap Moulded Casing and Base A^ou 

%" Ceiling If I 

Vs" Ceiling - If I 

%" Ceiling -If I 

W' Bevel Siding ]f l 

1/2" Bungalow Siding 1.^^^ 

%" Bungalow Siding 1?^^^ 
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Bungalow Siding 1^850 

Shingles, all grades 300 

^^ath, %" 500 

Lath, %" , _ 900 

Byrkit^s Sheathing Lath 1,500 

l"xl"— 4' Pickets, Headed and S48 to ' 

13-16"xl3-]6" 800 

2' Pickets, Headed and S4S to 

1 l-36"xl 1-16" 600 

li/4"xli4"— 3' Pickets, Headed and 848 to 

1 l-16"xl 1-16" . 900 

li^"xl%"— 4' Pickets, Headed and 848 to 

1 l-16"xl 1-16". 1,200 

Dry 

li/4"xl%"— 2' Pickets, Headed and 848 to 

1 5-16"xl 5-16"..... 1000 

lya^xli/a"— 3' Pickets, Headed and 848 to 

1 5-16"xl 5-16".... 1,500 

li/^"xl 1/^—4' Pickets, Headed and 848 to 

1 5-16"xl 5-16" 2,000 

l"x3"— 2' Pickets, Headed and 848 to 

%"x2y2" 850 

l"x3"— 3' Pickets, Headed and 848 to 

%"x2y2" - 1,275 

l"x3"— 4' Pickets, Headed and 848 to 

%"x2y2" ..1,700 

O. G. Battens, 2" 300 

O. G. Battens, Sya" 350 

O. G. Battens, 3" 400 

%"x3" Battens SIS 300 

1^4"xl%"xl8" Squares (add 60 lbs. for each 

2" over ]8") per M pieces 600 

iy2"xiy2"xl8" Squares (add 95 lbs. for each 

2" over 18") per M pieces 850 

2"x2"xl8" Squares (add 165 lbs. for each 

2" over 18") per M pieces 1,500 
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Classification and Inspection 

FOR 

TUPELO (Bay Poplar) LUMBER. 

Copyrighted by American Hardwood Manufac- 
turers' Association and jointly adopted by 
American Hardwood Manufacturers' Asso- 
ciation and The Southern Cypress Manufac- 
turers' Association. 

GENERAL INSTRUCTIONS 
For the Manufacture, Inspection and Measure- 
ment of Tupelo (Bay Poplar) 
Lumber 

1 Lumber must bo inspected and measured 
as the inspector finds it, of full length and 
width. He shall make no allowance for the pur- 
pose of raising the grade. 

2. Exceptions to the general rules are stated 
under the caption of the respective grades. 

3. Inspection must be made from the poor 
side of the piece, except as otherwise specified. 

4. These rules define the poorest piece in any 
given grade, but the respective grades must 
contain all pieces up to the next higher grade. 

5. In the following rules all widths and 
lengths mentioned are inclusive. 

MANUFACTURE 

1. Lumber should be properly manufactured, 
trimmed and edged, of good average widths and 
lengths. It must be of standard thickness when 
shipping dry, with the exception that in the 
grades of Common, the percentage not included 
in the cutting may be scant in thickness, pro- 
vided the cuttings are of standard thickness and 
that there is no greater variation in the thick- 
ness of the board than is allowed in the rule de- 
scribing missawn lumber. 
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2. Lximber showing greater variation in thick- 
ness than ^V" at any point in stock cut W thick 
or less, or i^" in %" and %" stock, or ^4" in 1" 
to 2^' stock, or %" in 21/2" and thicker stock, 
must be measured at the thinnest part and 
classed as missawn, and graded and reported as 
such. 

MINIMUM WIDTHS 

1. 00% of the minimum widths mentioned in 
all grades of lumber must bo full width; tlie 
remaining 10% may be 14" scant in width. 

MEASUREMENT 

1. In the measurement of lumber of random 
widths, fractions of over Mj', as shown 011 tlie 
board rule, must be counted up to the next higher 
figure; fractions of exactly and less, as sliown 
on the board rule, must be counted back to the 
next lower figure. 

2. A board rule on which the is clearly 
marked should be used. 

3. Tapering lumber in standard lengths must 
be measured one-third the length of the piece 
from the narrow end. 

TALLY 

1. A piece tally in feet must be made of all 
lumber. All lumber of standard grades and 
thicknesses must be tallied face or surface meas- 
ure, and this tally must be the number of feet, 
board measure, of 1" lumber. If the lumber is 
thicker than 1", then the tally so obtained must 
be multiplied by the thickness as expressed in 
inches and fractions of an inch. All lumber less 
than must be counted face measure. When 
strips or stock widths are measured, a tally 
showing widths and lengths must be made. 

HEART 

1. Heart, where the extent or damage does 
not exceed the equivalent of standard defects 
allowed, will be admitted in the grade of Firsts 
and Seconds. 



— 17 — 



2. In the ^rade of No. 1 Common, no piece 
sliall contain heart to exceed one-half its length 
in the aggregate. 

SEASON CHECKS 

1. Ordinary season checks are not to be con- 
sidered defects, but if of so serious a character 
as to damage the lumber they are to be consid- 
ered by the inspector. 

SPLITS 

1. Bix inches of straight split in one end, or 
its equivalent in both ends, will not be considered 
a defect in the grade of Firsts and Seconds. 
SAP 

1. Bright sap is no defect unless so stated 
under caption of the respective grades. 

STAIN 

1. Stain that v^^ill surface off in dressing to 
the standard thickness must not be considered 
a defect. 

BURLS 

1. Burls that do not contain knots or un- 
sound centers shall not be considered defects. 
WANE 

1. In the grade of Firsts and Seconds, wane 
along the edge not exceeding one-sixth the 
length of the piece, or its equivalent at one 
end or both ends, not exceeding in thickness 
one-half the thickness of the piece, and not 
exceeding in width, as shown in the following 
table, is not a defe<*,t: 

y." in width in 1/2", %" and %" lumber. 

%" in width in 1", 114", lyo", 1%" and 2'' 
lumber. 

1" in width in 2\{>" and thiekor lumber, 
STANDARD DEFECTS 

1. One Knot 1^/4" in diameter. 

2. Two Knots not exq^ecding in extent or 
damage one IVi/' knot. 

3. Splits — In lumber of random widths, one 
split not diverging more than 1" to a foot, and 
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not exceeding in length in inches the surface 
measure of the i)iece in feet; but not more than 
two defects of this character are admitted in 
a piece of the grade of Firsts and Seconds. 
Firsts and Seconds , sold in any series of special 
widths 10" or wider will not allow more than 
one standard defect of this character in any 
piece. 

4. Wane in excess of free wane allowed in 
Firsts and Seconds grade must be considered as 
standard defects in the proportion of 1" in 
widths, one-sixtli the length of the board, ex- 
tending parallel with the edge, or its equivalent 
at one or both ends, as one standard defect. 

5. Worm, Gnib, Knot, and Rafting Pin Holes, 
not exceeding in extent or damage one 1^,4" 
knot. 

6. Heart and otlier defects not enumerated 
as standard defects tliat do not damage the 
piece more than the standard defects allowed, 
are equivalent defects and must be so consid- 
ered by the inspector. 

CUTTINGS 

1. The word Cutting as used in these rules 
means a portion of a board or plank obtained 
by cross cutting, by ripping, or by both. 

•2. The term Clear Face Cutting, as used in 
these rules, means a cutting having one face 
clear and the reverse face sound. 

3. The term Sound Cutting, as used in these 
rules, means a cutting free from rot and shake 
and other defects which materially impair the 
strength of the piece. 

GOOD EDGE 

1. The term Good Edge, as used in these 
rules, will admit no unsound defects, excepting 
a slight amount of wane, not to exceed one- 
third the length and one-third the thickness of 
the piece, or its equivalent in other defects. 

STANDARD GRADES 

1. The standard grades of Tupelo lumber are 
as follows: Firsts, Seconds, No. 1 Common, No. 



— 19 — 



2 Common, No. 3 Common, Wagon Box Boards, 
B & Better and ^'C/' 

2. Firsts and Seconds are combined and the 
percentage of Firsts in the combined grade shall 
not be less than 33i/^%. 

STANDARD LENGTHS 

1. Standard lengths are 4', 5', 6', 7', 8', 9', 10^, 
11', 12', 13', 14', 15' and 16', but not over 15% 
of odd lengths are admitted. 

2. In the grade of Firsts and Seconds the 
lengths are 8' to 16', but there must not be 
more than 20% under 12' and not to exceed 
10% of 8' and 9' lengths, except as otherwise 
specified. 

STANDARD THICKNESSES 

1. The standard thicknesses of Tupelo lum- 
ber are: %", 1/2", 1", 1%", 1W% 
1%", 2", 21/2", 3", 31/2", 4", 41/3", 5", 51/2", 
and 6". 

2. The standard thicknesses for surfaced lum- 
ber are as follows: 

Rough Surfaced 

%" surfaced two sides to 

surfaced two sides to 

%" surface'd two sides to t'k" 

%" surfaced two sides to 

1" surfaced two sides to 

1^/4" surfaced two sides to 1^^" , 

surfaced two sides to l^J" 

1%" surfaced two sides to ly^" 

2" surfaced two sides to....... 1%" 

21/2" surfaced two sides to 21^" 

3" surfaced two sides to 2%" 

31/j" surfaced two sides to 3-^4" 

4" surfaced two sides to 3%" 

3. Lumber surfaced on one side only must be 
full of the above thickness. 

WEIGHTS 

All weights are the same as cypress. 
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FIRSTS 



1. Firsts must be 6" and over wide, 8' and 
over long. Pieces 4' to 9' surface measure must 
be clear. Pieces 10' to 15' surface measure may 
have one standard defect o r its equivalent. 
Pieces 16' and over surface measure may have 
two standard defects or thoir equivalent. 



1. Seconds must be 6'' and over wide. 

2. Standard defects are admitted according 
to surface measure as follows: 

5', 1 standard defect or its equivalent. 

8', 2 standard defects or their equivalent. 
12', 3 standard defects or their equivalent. 
16', 4 standard defects or their equivalent. 
20', 5 standard defects or their equivalent. 



1. No. 1 Common must be 4" and over wide. 

2. Lengths: 4' and over long, not over 30% 
shorter than 10'^ and not to exceed 10% of 4' 
and 5' lengths. 

3. Pieces 4' and 5' long must be clear. 

4. Pieces 4" wide, 6' and 7' long, must bo 
clear. 

5. Pieces 4" wide, 8' to 11' long, must work 
■ 66%% clear face in not over two cuttings; 

pieces 4" wide, 12' to 16' long, must work 
66%% clear face in not over three cuttings. 
No cutting to be less than 2' long by the full 
width of the piece. 

6. Pieces 6' long, 5" to 8" wide, may have 
one standard defect; pieces 6' long, 9" and over 
wide, may have two standard defects. 

7. Pieces 5" to 7" wide, 7' to 11' long, must 
I work 66%% clear face in not over two cut- 
I tings; pieces 5" to 7" wide, 12' and over long, 
i must work 66%% clear face in not over three 
I cuttings. 



8. Pieces 8" and over wide, 7" to 9' long, 
must work 66%% clear face in not over two 
cuttings; pieces 8" and over wide, 10^ to 13' 
long, must work 66%% clear face in not over 



SECONDS 



No. 1 COMMON 
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three cuttings; pieces 8" and over ivide, 14' and 
over long, must work 66%% clear face in not 
over four cuttings. 

9. No cutting to be considered which is less 
than 4" wide by 2' long or 3" v^ide by 3' long. 

J^O. 2 COMMON 

1. No. 2 Common must be 3'^ and over wide, 
4' and over long, not to exceed 10% of 4' and 5' 
lengths. 

2. Pieces 3^^ to 7^' wide, 4' to 10' long, must 
work 50% sound in not over three cuttings; 
pieces 3" to 7" wide, 11' and over long, must 
work 50% sound in not over four cuttings. 

3. Pieces 8" and over wide, 4' to 9' long, 
must work 50% sound in not over three cut- 
tings; pieces 8" and over wide, 10' to 13' long, 
must work 50% sound in not over four cut- 
tings; pieces 8" and over wide, 14' and over 
long, must work 50% sound in not over five 
cuttings. 

4. No cutting to be considered which is less 
than 3" wide by 2' long. 

No. 3 COMMON 

1. No. 3 Common must be 3'^ and over wide, 
4' and over long, and must contain at least 
25% of sound cuttings. Minimum width of cut- 
tings 1W% and no catting considered which con- 
tains less than 36 square inches. 

WAGON BOX BOARDS 

1. Widths: Wide, 13" to 17". Narrow, 9" 
to 12". 

2. Lengths: IP to 16^ 

3. Thickness: Must be 1" thick when ship- 
ping dry. 

4. Bright or sound dis<folored sap or a few 
scattered pin worm holes may be admitted. 

5. 11' lengths will admit 3" splits in one end, 
or their equivalent in one or both ends. 

6. 12', 13', 15' and 16' lengths will admit of a 
12' split in one end, or its equivalent in one or 
both ends. 
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7. 14' lengths will admit 6" splits in one end, 
or tlieir equivalent in both ends; otherwise each 
piece in IT to 13' lengths may contain defects 
that do not prevent the piece from cutting one 
side; or in each piece 14' to 16' long, one side 
and one end; sides to work 10' 6" long, ends to 
worlc 3' 6" long by the full width of the piece. 
Each side and end may contain one sound stand- 
ard defect, or its equivalent, showing on onw 
side. 

8. NOTE — Five per cent, in feet of a ship- 
ment that can be reduced in measurement by 
cutting the end or edge or both to a size ordered 
must be accepted and measured as box boards; 
separate tally to be kept of such boards, showing 
reduction in measurement. 

9. Inspectors are cautioned that lumber so 
warped that it cannot be used for box boards 
must be excluded from this grade. 

B AND BETTER 

1. Thicknesses: 1" to 2". 

2. Widths: Shall be specified, 4", 5", 6", 8", 
10" and 12", and may be furnished in assorted 
widths 4" to 12", admitting 20% of 7", 9" and 
11" widths. May also be furnished in random 
widths, 13" and wider. 

3. Lengths: 8' to 20'. 

4. Shall be graded from the bettor side. 
Slightly discolored sap is no defect. 

5. Pieces 4" and 5" wide shall be free from 
defects. 

6. Pieces 6" to 8" wide may have one stand- 
ard knot or an equivalent defect. 

7. Pieces 10" wide may have one standard 
knot and one other equivalent defect. 

8. Pieces 12" wide may have two standard 
knots and one other equivalent defect. 

9. Pieces wider than 12" will admit addition- 
al defects in proportion as width increases. 

0 

1. Thicknesses: 1" to 2". 

2. "Widths: Shall be specified, 4", 5", 6", 8", 
10" and 12", and may be furnished in assorted 
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witltlia 4" to 12" admitting 20% 7", 9" and 11" 
widths. 

;i. Lengths: 6' to 20'. 

4. Shall be graded from the better side, 
Sound discolored sap is no defect. Standard 
knots, ))in worm holes, and other defects will be 
admitted, but none that will prevent the nse 
of each piece in its full length and width as a 
])aint grade. 

FLOORING 

Thicknesses: W hollow back. 

Widths: 11/2", 214" and 3i^" face. 

Lengths: 8' to 20' admitting 15% of 8', 9' 
and 10' lengths, but not to exceed 5% of 8' and 
9' lengths. Odd lengths are not standard above 
10'. May also be specified 4' to 7'. 

Shall be graded from the finished side, B and 
Better and C. 

B and Better— Shall admit sound sap without 
limit, but must be otherwise free from defects.' 

C—Shall comprise stock not up to grade of B, 
admitting unsound defects, and imperfections in 
manufacture which may be removed in two cuts 
with waste not exceeding 10% of the length of 
the piece. 

The question of color shall not be considered 
in standard grades of flooring. 

B and Better— Flooring may be furnished end 
matched two foot and longer in odd or even foot 
and half foot lengths; the proportion of lengths 
2 to 33/2 feet shall be what the stock will produce 
up to 15%. End matched flooring may be fur- 
nished selected for color. 

Ceiling— Shall be graded same as flooring, and 
from the better side. . 

Partition— Shall be graded same as flooring, 
but shall be graded from the poorer side. 

DROP SIDING 

Thickness: ig". 

Widths: Standard, worked from 4" and 6" 
stock. 

Lengths: 8' to 20' admitting 15% of 8' 9' 
and 10' lengths, and not to exceed 5% of lengths 
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under 10'. Odd lengths are not standard above 
10'. May also be specified 4' to 7'. 

C and Better — May be worked to any standard 
pattern desired, tongued and grooved or ship- 
lapped if so desired. Sound sap, slightly dis- 
colored, and two standard knots, or their equiv- 
alent in small knots, or other defects, will be 
admitted. 

BEVEL SIDING. 

Thickness: W- 

Widths: Standard, worked from 4", 5" and 
G" stock. 

Lengths: 8' to 20' admitting not over 15% 
of 8', 9' and 10' and not to exceed 5% under 10'. 
Odd lengths are not standard above 10'. Shall 
be graded from the finished side, B and Better 
and C, and 4' to 7' lengths C and Better. 

B and Better — Will admit sound sap slightly 
discolored, and other small defects which may 
be covered by the lap. 

O — Shall comprise stock not up to the grade 
of B, and may contain defects or imperfections 
in manufacture which may be removed in two 
cuts with waste not exceeding 10% of the length 
of any one piece. 
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CODE OF ETHICS 

Adopted at St. Louis, Mo., May 23, 1911. 



—BY THE- 



AMERICAN LUMBER TRADES CONGRESS 

(A Convention o£ Thirty Retail, Manufaotnrini 
and Wholesale Lumber Aasooiationa.} 



PREAMBLE. 



The object of this organization shall be to formulate 
and recommend a statement of the ethical relations which 
should govern between the buyers and sellers of lumber 
and Its products. Nothing in the code of ethics should, 
m any way, interfere with the right of buyer and seller 
to make contracts on any terms that they see fit, 

ORDER METHODS. 

u "^'tj ' • .orders taken by personal solicitation 
Should be in writing, and should be signed or acknowl- 
edged by both the buyer and the seller or by the au- 
thorized agent of each. 

(b) All oral or telephone orders or conversations 
relative to such orders should be promptly acknowledged 
or confirmed in writing; otherwise there will be no evi- 
dence to hold either party. 

(c) With mail or telegraph orders, the original orders 
received from a buyer should be considered the contract, 
and all settlenients should be made upon the basis of the 
same, unless the buyer permits the seller to make certain 
changes which may be requested in acknowledging the 
order. If shipment is made before the buyer grants such 
SlfT"' "J able to instruct the mills, settlement 
should be made on the basis of the buyer's original order 
°^ i^A\ f °iendmcnts as may have been made. 

Jul changes or additions should be agreed to by 

both buyer and seller. 

ORDER SPECIFICATIONS. 

should be complete and explicit and 
should specify the grades, terms and conditions of sale 
Tnmi. -H?* ^''^^^ .^^^^^ adopted by the different 

lumber Associations should always be used in writing up 
each and every order or contract. Where the latest grade 
names are not used, or improper abbreviations are used 
in«/"^? S^'fJ°r^ J'^/i^^u* misunderstanding resulting in 
loss, It Rliould be held that the party first writing up the 
?nl?i.fJT^^ ^® responsible and should sustain any loss 
incurr«d by reason of such errors or omissions. 
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ORDER ACKNOWLEDGMENT. 

4 An order or contract should be considered binding 
when same has been duly signed by both buyer and sx^ller 
or legally authorized agents of either party or has been 
acknowledged by the seller. (The man who is the exclu- 
sive recognized salaried salesman for a wholesaler or ma^n- 
ufacturer should be considered their ''authonzed agent, 
and a salaried employee holding ^ P^^'^aon of responsi^ 
bility should be considered the authorized agent of the 
buver ) Such acknowledgment should be sent to buyer 
?m'nfediately upon receipt of order and in due course of 
mail Failure to send such acknowledgment should re 
lease the buver from his order obligations 

5 No commission man, unless specially authorized, 
should be regarded as having the authority to bind any 
Slier on ordirs taken by him. and all such o^f.f ^« f ^^^^'l , 
not be regarded as binding upon the sellers untiUhe same 
have been acknoweldged by them as duly accepted 

6 The terms of sale, as noted on original order or 
acceptance of same should, be co"^"!^!;^^ much a part 
of the contract as the price at which the stock is pur 

'^'should any shipment upon which cash has been ad- 
Tanced or discount has been taken, on arrival f destina- 
Ton, not be acceptable, for legnimate reasons, o buyers 
or satisfactory adjustment cannot be made as .to the ac 
ceptance of the stock, buyer should have he right to de- 
mand return of such money as he has paid, h^f all^^^ 
ing the shipment to be moved or disposed of elsewhere. 

DELAY BY CARRIERS. 

7 The seller should not be responsible for- delays in- 
cident to transportation beyond his control, unless other- 
wise specifically agreed. 

DEFINITE TIME FOR SHIPMENT. 

8 When definite time for shipment is specified fail- 
ure to ship within said time should permit the buyer to 

'T'^WhVe'dTfinUe'da^^^^ for shipment is not specified 
on ihe orde? the buyer should not be entitled to cancel 

w^f ^ilolu be t^t cZ.el. the seller should have 

il?e4S^?-»^^^^^^ 

rtirty dl™ (and in the event the buyer h«B not rece.v^ 

Stk^^i'WT^^^^^ 

?«°ibursSV;ba%rtothe "'-^^f^™^^.?*"' 
wis* the OTi«T Sbould remain m .fleet until e»nceieo. 
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lanJi'^ Should be canceled after the same is 

loaded on the car; provided, however, that it has been 

SPECIAL AND WORKED STOCK. 

speVikl «^nnJr'h"^''K^*'"**^ be protected in all cases where 
special stock has been manufactured or worked to annlv 

what suoh'^.'h' buyer is foTthwifh noUfied 

nnf ^ be on the part of the seller 

workprfn*^ portions afCy have 

RAll?r f™, i . Circumstances which may prevent the 
CREDIT RATING. 

TRANSIT AND STORAGE SHIPMENTS 

mummmi 

ovTr^^^" •? '"'^"'^.^ ^hipm^nt is actually in tranBU 
ARBITRATION. 



referee, and all referees should be appointed with due con- 
sideration to convenience and expense. The expense of 
such arbitration should be paid pro rata, as the fault may 
appear. 

Arbitration methods should be employed wherever pos- 
sibie in the settlement of all matters in dispute 

A written statement of the findings in each case should 
be made by the referees, and their findings should be 
tinal and copies should be sent to the secretaries of each 
of the organizations through which the referees were an- 
pointed. *^ 

15. In the matter of costs of inspections made by 
association inspection bureaus on lumber, the grade of 
measurement of which has been complained of if rein- 
spection or measurement shows the grade of the total 
amount of the item complained of to be within 5 per cent, 
of the grade invoiced or within 1 per cent, of the quan- 
tity invoiced, the expense should be borne by complain- 
ant; if otherwise, by the shipper. The shipper must 
credit buyer with the amount of degrade found by inspec- 
tion irrespective of percent determined between the 
grade sold and the grade shipped, at an equitable price. 
I^o claim on grade or measurement should be considered 
valid unless made by final consignee within five days 
after unloading the car. 

16. It should be recognized by lumber manufacturers 
and wholesalers that the retail distributor of lumber is 
a necessary factor in the trade, and a useful servant to 
the public, and, as such, should Be recognized as the 
logical channel through whom to market their products 

17. It IS the sense of the congress that this code of 
etliies should apply to all forest products handled by 
lumbermen. ^ 
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Percentage table for figuring per- 
centages of cutting lumber. 



Table of Sauare Inches of Boards Con- 
taining 5 feet or more. 



Ft. 


100^ 


SO fo 


50 fo 


4 


576 


461 


288 


5 


720 


576 


360 


6 


864 


691 


432 


7 


1008 


806 


504 


8 


1152 


922 


576 


9 


1296 


1037 


648 


10 


1440 


1152 


720 


11 


1584 


1267 


792 


12 


1728 


1382 


864 


13 


1872 


1498 


936 


14 


2016 


1613 


1008 . 


15 


2160 


1728 


1080 


16 


2304 


1843 


1152 


17 


2448 


1958 


1224 


. 18 


2592 


2074 


1296 


19 


2736 


2189 


1368 


20 


2880 


2304 


1440 


21 


3024 


2419 


1512 


22 


3168 


2534 


1584 


23 


3312 


2G50 


165ft 


24 


3456 


2765 


1728 


25 


3600 


2880 


1800 


26 


3744 


2995 


1872 


27 


3888 


3110 


1944 


28 


4032 


3226 


2016 


29 


4176 


3341 


2088 


30 


4320 


3456 


2160 
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Percentage table for figuring per" 
centages of cutting lumber. 



Percentage of 80 and 509^ of 8 feet and 
longer boards in lineal inohe*. 



L*eng-th 


100^ 


80% 


50% 


8 


96 


76« 


48 


9 


108 


86^ 


54 


10 


120 


96 


60 


11 


132 


105 « 


66 


12 


144 


115^ 


72 


13 


156 


124« 


78 


14 


168 


134* 


84 


IS 


180 


144 


90 


16 


192 


153« 


96 


17 


204 


163« 


102 


18 


216 


172* 


108 


19 


228 


182* 


114 


20 


240 


192 


120 


21 


252 


201 « 


126 


22 


264 


21 P 


132 


23 


276 


220^ 


138 


24 


288 


230* 


144 
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